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sCAPACITY (%) COP (%) MASS FLOW (%) DISCHARGE P (PSI) SUCTION P (PSI) DISCHARGE T (°F)

Forane® 427A - The Easy RetrofitTM

*Standard Cycle 105°F Condenser, 25°F Evaporator, 10°F Subcooling and 10°F Superheat.

sCAPACITY (%) COP (%) MASS FLOW (%) DISCHARGE P (PSI) SUCTION P (PSI) DISCHARGE T (°F)

R-22 AC Retrofit Metrics
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BEFORE HANDLING THIS MATERIAL, READ AND UNDERSTAND THE SDS (SAFETY DATA SHEET) FOR ADDITIONAL  
INFORMATION ON PERSONAL PROTECTIVE EQUIPMENT AND FOR SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION. 
Forane® is a registered trademark of Arkema. The Easy Retrofit™ is a trademark of Arkema.  
UL® is a registered trademark of Underwriters Laboratories, Inc. 

r22retrofits.com
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CaCAPACITY (%) COP (%) MASS FLOW (%) DISCHARGE P (PSI) SUCTION P (PSI) DISCHARGE T (°F)

R-22 AC Retrofit  
Metrics +10 +10 +10 +10 +40 +40 +25 +25 +25 +25 +25 +25

+6 +6 +6 +6 +24 +24 +15 +45 +15 +15 +45 +45

+2 +2 +2 +2 +8 +8 +5 +15 +5 +5 +15 +15

0 0 0 0 0 0 0 0 0 0 0 0

-2 -2 -2 -2 -8 -8 -5 -5 -5 -5 -5 -5

-6 -6 -6 -6 -24 -24 -15 -15 -15 -15 -15 -15

-10 -10 -10 -10 -40 -40 -25 -25 -25 -25 -25 -25
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sCAPACITY (%) COP (%) MASS FLOW (%) DISCHARGE P (PSI) SUCTION P (PSI) DISCHARGE T (°F)

sCAPACITY (%) COP (%) MASS FLOW (%) DISCHARGE P (PSI) SUCTION P (PSI) DISCHARGE T (°F)

*Standard Cycle 105°F Condenser, 45°F Evaporator, 10°F Subcooling and 10°F Superheat


